
• TRESMIC - Three microphone system for high-quality sound recording 

• 4GB, stores up to 985 hours of audio 

• Lightweight, high quality metal body 

• Extensive transcription functionality 

• Zoom Microphone – adjusts to the environment 

• 52 hours battery life 

• Records and stores PCM and MP3 file formats 

• Built-in USB connector transfers files to PC/Mac 

The top of the class DM-720 includes high quality recording features 
packed into an efficient, smart metal body.  It’s equipped with an easy-
to-use interface, extended editing operations and various playback 
functions.  The DM-720 provides outstanding practicality and reliability to 
support your recording needs.

DM-720
Top of the class. Outstanding reliability. 



SPECS DM-720

Microphone sensitivity Hi/Mid/Lo/Auto

Voice activated recording VCVA/Voice Sync.

Lowcut filter x

Internal microphone frequency range 20~20,000Hz(Center Mic ON)

Stereo/Mono (Built-in microphone) Stereo/Tresmic

Recording format PCM/MP3

44.1kHz/128kbps Approx. 61 hrs

44.1kHz/64kbps (mono) Approx. 123 hrs

11.025kHz/8kbps (mono) Approx. 985 hrs

Internal memory 4GB

External memory microSD (Max.32GB)

PC connectivity USB Direct

Plug-in power x

Noise cancel x

Voice Balancer x

Voice filter -

Playback speed control 3.5X - 0.5X

Forward skip x (File skip, 10sec, 30sec, 1min, 5min, 10min)

Reverse skip x (File skip, 1sec to 3sec, 5sec, 10sec, 30sec, 1min, 5min)

A-B repeat x

Recording & playback scene select x

Calendar Search x

File divide x

Index mark x (Max. 99)

Simple mode (Selectable font size) -

Power requirements AAA alkaline battery x1, or AAA Ni-MH rechargeable battery x1 (included) 

Battery life - Recording Approx. 52hr.

Playback (Earphone) Approx. 35hr.

Internal battery charge x

Speaker /Maximum output Built-in φ18mm round dynamic speaker/ 150mW

Microphone jack φ3.5mm (impedance 2kΩ)”

Earphone jack φ3.5mm (impedance 8Ω or more)”

USB microphone/speaker x

Dimensions (HxWxD) 4.17 x 1.6 x 0.57

Weight (including batteries) 2.5 oz

DM-720
Top of the class. Outstanding reliability. 


