
For larger venue installs, the Professional Electrol® can be ceiling 

recessed, wall mounted or suspended from the ceiling. The screen 

features a wooden housing with adjustable brackets that can be 

used in any type of installation. 

The Professional Electrol does not include the Tensioning Cable 

System. See the Tensioned Professional Electrol for Tensioning Cable 

System.

Features

• Three-position, Decora-style switch

• Standard black backing retains projected brightness

• Black painted case

• Seamless surfaces up to and including 16’ high

Optional Accessories:

• Single Motor Low Voltage Control 

System

• Radio Frequency Wireless Remote 

Single Motor LVC

• Infrared Wireless Remote 

Single Motor LVC

• Video Projector Interface

• SCB-100

• Key Operated, 110 Volt Switch

• Locking Switch Cover Plate

• Dual Motor Low Voltage Control 

System

• Radio Frequency Wireless Remote 

Dual Motor LVC

• Infrared Wireless Remote 

Dual Motor LVC

• Red Laser Pointers

• Green Laser Pointers

• RF PowerPoint Remote with 

Green Laser Pointer

16:9 HDTV Format
Viewing Area (H x W) Nominal Diagonal Overall Case Length

in. cm in. cm in. cm

78" x 139" 198 x 353 159" 404 154" 391

92" x 164" 234 x 417 188" 478 178" 452

106" x 188" 269 x 478 216" 549 202" 513

119" x 212" 302 x 538 243" 617 226" 574

133" x 236" 338 x 599 271" 688 250" 635

146" x 260" 371 x 660 298" 757 274" 696

160" x 284" 406 x 721 326" 828 298" 757

4:3 Video Format
Viewing Area (H x W) Nominal Diagonal Overall Case Length

in. cm in. cm in. cm

120" x 160" 305 x 406 200" 508 174" 442

123" x 164" 312 x 417 210" 533 178" 452

141" x 188" 358 x 478 240" 610 202" 513

159" x 212" 404 x 538 265" 673 226" 574

177" x 236" 450 x 599 295" 749 250" 635

195" x 260" 495 x 660 325" 826 274" 696

213" x 284" 541 x 721 355" 902 298" 757

Professional Electrol
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