
StageScreen
The name says it all. The StageScreen is a great product for portable or fixed 
applications. The StageScrfeen uses modular frame pieces that are color coded 
for  fast simple assembly. Leave it up permanently or use as a portable screen with 
legs, the frame pieces are interchangeable wither way. The viewing surface attaches 
quickly with DuraLoop™ bungees for even, self-centering tension. The front 
border  has a black finish to cover frame, allowing for use in front or rear projection 
applications and given the screen a clean look. No hinges and no snaps makes 
assembly easier, faster and stronger than any large screen you have seen before.

Screen Type
Modular, large portable or fixed projection screen

Viewing Surfaces
• OptiFlex Family (tensioned front screen surfaces): Matt White XT1000VB, Pure 

White XT1300V, Pearl White MH1500V, Grey XH600V, ReAct MS1000V

• CineFlex Family (rear projection screen surfaces): CineFlex CH1200V, CineFlex 
MH800V, CineFlex White XT600V

• TecVision (premium engineered screen surfaces): XH700X Grey, XH900X Grey, 
MS1000X Grey, XT1000X White , XT1100X White, XT1300X White, XT1600X 
White, XT1800X White

• Chroma Key Blue, Chroma Key Green

Features
• Engineered to be flown but versatile enough to be wall mounted or used   

with legs

• The StageScreen® utilizes an 8” truss that is significantly stronger than 
traditional truss folding screens

• Frame sections are connected with permanently attached threaded links and 
guide pins

• Easy to follow color-coded assembly instructions are included with each 
StageScreen®

• StageScreen® is engineered to hold tolerance after repeated usage

• Patent Pending

Options
• Viewing Surfaces—Numerous tensioned viewing surfaces available

• Frame available in silver annodized or black for additional charge

• Numerous Accessories, Dress Kits and multi-screen packages available

• Wall Mount Brackets sold separately

Sizes
• 16:10 Format—from 113” (2.87 m) to 566” (14.38 m) diagonal

• 16:9 HDTV Format—from 110” (2.79 m) to 551” (14 m) diagonal

• 4:3 NTSC/PAL Format—from 120” (3.05 m) to 600” (15.24 m) diagonal

• MultiFormat—from 501” (12.73 m) to 752” (19.1 m) diagonal

• Custom sizes available

Supporting Documents
All instructions, technical drawings and other supporting documents are located 
at http://www.draperinc.com/Documents.aspx

For more information on this product visit: 
www.draperinc.com/go/StageScreen.htm
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